ExciteVan! Standard Specifications  

ExciteVan graphics may be purchased from either FetchGraphics, a national supplier with experience with our brand image, or from a local business partner experienced in high-quality vehicle graphics.  If you work with FetchGraphics, they can work to find a local installer for you, or you can order the printed materials from them and have a local installer apply them for you.  Generally best results come from working with a local provider from your Chamber of Commerce or networking group.

Expect to spend between $1200 and $2700 for either graphics applied to a WHITE vehicle, or the full wrap where they can cover any color vehicle with white to meet ExcitingWindows’ graphics standards.

All proofs must be sent to ExcitingWindows BEFORE PRINTING.  For approval, email your proof to support@excitingwindows.com.  As of March 2014, Susan Day makes final approvals or requests any edits from your provider.

If you wish to work with FetchGraphics, email your request for an ExciteVan proof to: support@excitingwindows.com.  Include your business name, print tracking phone number, website, full business contact information, vehicle make/model/year, AND 3 photos of your vehicle – shot STRAIGHT ON driver side, passenger side, and rear.
ExciteVan! Standard Specifications - Driver Side
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	Note the black/grey excitingwindows 
logo on the door.  
For businesses with excitingwindows 
as part of their 
name, this is the preferred layout.  
It lets the LARGE 
full color logo stand
out, without being distracted by 
another color logo
on the door.
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	Note Exclamation point “!” 
is at far rear touching 
top of roof line.

Top of “W” is touching the 
bottom of window.

Logo stretches from back of 
front door to far rear of van.

Angle is established by 
correct placement and 
may vary slightly.
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	WHAT NOT TO DO:
This logo is too small, 
angle is too shallow, 
does not begin at driver 
door and W is in window area, not below window 
as it should be. 

Also, “ ! “ should be at far rear


ExciteVan! Specifications - Passenger Side
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	Logo begins 
with top of “W” lined 
with far rear of wheel well opening.  
Extends upward to 
front of window on 
rear door.
“W” is BELOW the window bottom at 
rear window.
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	Logo is tilted the 
wrong direction and is not the full length of vehicle per 
specifications above

With this van being larger, the width may
be a little less than 
full dimension, but no smaller in size than 
the standard specification above.
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	The rear window is 
best not covered 
with perforated 
material for safety 
and visibility.  
However, using cut 
letters on the glass is 
very easy for the 
driver to see through, 
and easy for people 
to read.  Since this
photo, I enlarged the 
type on the rear 
window quite a bit, 
this is too small. 

	Details about vehicle graphics:

The side windows are covered with perforated material to allow for some view out from the inside, but a 

nearly white surface for our logo.  Some companies will print our logo directly on the perforated material, 

but it is brighter and a better look if they cut the letters out and apply OVER the perf.

When perforated film gets wet, the holes fill with water and you cannot see through it anymore.  Some companies make perf where the holes are filled with clear material so so this doesn’t happen.  Some companies will cover the perf with a clear polyester film to solve this rainwater/visibility problem.  Ask how your company will handle it.

Vinyl films that are used to print on or cut out letters are 2 types:  CAST and CALENDERED.  Ask your 

vendor which type they are using.  Calendered vinyl is rolled out, stretched like with a rolling pin so it wants

to shrink back over time. This makes the letters shrink, then dust/dirt will stick to the residue around each 

letter and create an icky dirt “halo.” CAST will not shrink like this, so that is what you want.

My vendor/installer puts narrow strips of clear polyester film around more fragile window edges of the perforated film or where graphics are cut at door edges for durability.  This keeps any little corners of letters from lifting and peeling too soon.  Keep this in mind if you have windows that might get rolled down.  This is NOT good for the graphics, but in case it accidentally happens, make sure they are aware and can put a 1-2” wide strip of clear along that edge, and tuck it down below the window gasket to protect the first edges of your 

graphics in case the window gets lowered.


	


